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report the number of instances of delay
of repair.

(3) If applicable, report the valve sub-
grouping information specified in
§63.1025(b)(4)(iv).

(4) For pressure relief devices in gas
and vapor service pursuant to
§63.1030(b) and for compressors pursu-
ant to §63.1031(f) that are to be oper-
ated at a leak detection instrument
reading of less than 500 parts per mil-
lion, report the results of all moni-
toring to show compliance conducted
within the semiannual reporting pe-
riod.

(5) Report, if applicable, the initi-
ation of a monthly monitoring pro-

§63.1041
gram for valves
§63.1025(b)(3)(1).

(6) Report, if applicable, the initi-
ation of a quality improvement pro-
gram for pumps pursuant to §63.1035.

(7) Where the alternative means of
emissions limitation for batch proc-
esses is utilized, report the information
listed in §63.1036(f).

(8) Report the information listed in
paragraph (a) of this section for the
Initial Compliance Status Report for
process units or affected facilities with
later compliance dates. Report any re-
visions to items reported in an earlier
Initial Compliance Status Report if the
method of compliance has changed
since the last report.

pursuant to

TABLE 1 TO SUBPART UU OF PART 63—BATCH PROCESSES MONITORING FREQUENCY
FOR EQUIPMENT OTHER THAN CONNECTORS

Operating time Equivalent continuous process monitoring frequency time in use
(% of year) Monthly Quarterly Semiannually
0 to <25% Quarterly ... Annually .................... Annually.
25 to <50% . | Quarterly .... ... | Semiannually .. | Annually.
50 to <75% Bimonthly . | Three times . .. | Semiannually.
75 to 100% Monthly Quarterly .......cccceueeene Semiannually.
Subpart VV—National Emission §63.1041 Definitions.

Standards for Oil-Water Sepa-
rators and Organic-Water
Separators

SOURCE: 61 FR 34195, July 1, 1996, unless
otherwise noted.

§63.1040 Applicability.

The provisions of this subpart apply
to the control of air emissions from oil-
water separators and organic-water
separators for which another subpart of
40 CFR parts 60, 61, or 63 references the
use of this subpart for such air emis-
sion control. These air emission stand-
ards for oil-water separators and or-
ganic-water separators are placed here
for administrative convenience and
only apply to those owners and opera-
tors of facilities subject to the other
subparts that reference this subpart.
The provisions of 40 CFR part 63, sub-
part A—General Provisions do not
apply to this subpart except as noted in
the subpart that references this sub-
part.

All terms used in this subpart shall
have the meaning given to them in the
Act and in this section. If a term is de-
fined in both this section and in an-
other subpart that references the use of
this subpart, then the definition in this
subpart shall take precedence when im-
plementing this subpart.

Closure device means a cap, hatch, 1lid,
plug, seal, valve, or other type of fit-
ting that, when the device is secured in
the closed position, prevents or reduces
air emissions to the atmosphere by
blocking an opening in a fixed roof or
floating roof. Closure devices include
devices that are detachable from the
cover (e.g., a sampling port cap), manu-
ally operated (e.g., a hinged access lid
or hatch), or automatically operated
(e.g., a spring-loaded pressure relief
valve).

Continuous seal means a seal that
forms a continuous closure that com-
pletely covers the space between the
edge of the floating roof and the wall of
a separator. A continuous seal may be
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